
Galvanised electro-welded mesh manufactured with wires from 0.60 to 
2 mm thick, with different holes and sizes. Manufactured with black wire 
with a tensile strength of 400-500 N/mm2 and subsequently subjected 
to a hot-dip galvanising process, with coating between 180-220 gr/m². 
This procedure ensures protection of both the wire and the welds. Rolls 
of 25 ml and mini rolls of 5 ml for some more commercial sizes 
available.

Triple twist and electro-welded mesh
Triple twist and electro-welded galvanised mesh in rolls

Product with quality 
certification

The triple twist and electro-welded wire mesh in rolls is the ideal solution for fencing off small enclosures, 
building cages or preventing the passage of small fauna.

Details of the electro-welded mesh

Technical data sheet triple twist and electro-welded mesh in rolls
Revision date: 01/08/23

Indusmetal Torres, s.l.
Camino de las pozas 
14960 Rute (Córdoba)
www.indusmetaltorres.com

PAG. 1

www.indusmetaltorres.com

Agricultural 
areas

Technical information of the ELECTRO-WELDED mesh
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Technical information of the TRIPLE TWIST mesh
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Galvanised triple twist mesh manufactured with wires from 0.70 to 
0.90 mm thick. Different types of openings and heights to offer a 
wide variety of sizes to the customer. Manufactured with galvanised 
coated wire from 20 to 40 gr/m², depending on the diameter, and 
tensile strength of 400 - 500 N/mm². Rolls of 50 ml and mini rolls of 
10 ml are available for some more commercial sizes.

Details of the triple twist mesh
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